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KOKE INC.

EDGE OF DOCK OWNER’S MANUAL

DOCK INFORMATION

The KOKE edge of dock will handle a maximum height differential of 5” above and
5” below dock. This provides an acceptable grade for most gas and propane forklifts, but
is not suitable for most manual and electric pallet trucks. The maximum height
differential for manual and electric equipment is 3”.

The ideal mounting dock height is 48-51” because most trailers are 46-56" high.
Refrigerated trailers and overseas containers are the highest, so understand the full range
of truck sizes that you may encounter before purchasing an edge of dock. An optional 177
refer lip is available for refrigerated trucks.

If your dock height is less than 48 high, we offer a ramped up edge of dock leveler.
These ramps vary in length depending on your dock height. This type of mounting
requires modification to overhead doors and filler plates on sides if this is an obstruction.

All dock conditions for edge of docks must be level. Please consult our office if you
have inclines or declines. Change in surface height, such as re-paving or snow and ice
build-up will affect the working range of the edge of dock. Consider all conditions that
the edge of dock will be used in.

Solid concrete floor and wall are necessary for proper installation.
Not recommended for docks with cinder block walls.



EDGE OF DOCK INSTALLATION INSTRUCTIONS

FOR DOCKS WITH STEEL AT TOP EDGE ANCHORED INTO CONCRETE

1)
2)

3)

4)

READ COVER INSTRUCTIONS CAREFULLY FIRST.

LOCATE AND MARK CENTER OF MOUNTING SURFACE.

MARK CENTER OF EDGE OF DOCK LEVELER.

PUSH LEVELER UP AGAINST DOCK FACE, WITH HINGE TUBES NO MORE THAN 1/8”
ABOVE DOCK. SHIMMING MAY BE NECESSARY IF DOCK FACE IS NOT PLUM AND
SQUARE.

TACK WELD EACH SIDE AND CENTER OF EDGE OF DOCK.

CAREFULLY TEST UNIT TO ASSURE FULL WORKING RANGE AND NO BINDING.
DRILL (8) HOLES WITH 5/8” DRILL BIT AND INSTALL (8) 5/8”x 6” ANCHOR BOLTS.
TIGHTEN BOLTS.

WELD AT LOCATIONS OF THE STATIONARY HINGES OF THE MOUNTING PLATE TO
THE STEEL OF THE DOCK.

FOR DOCKS WITHOUT STEEL TO WELD TO

READ COVER INSTRUCTIONS CAREFULLY FIRST.

CENTER BEVELED APPROACH PLATE TO MOUNTING SURFACE. MOUNT FLUSH
WITH THE FACE OF THE DOCK. NOTE: IF FACE OF DOCK IS POOR, A 12” OR 247
WIDE APPROACH PLATE CAN BE USED.

MARK AND DRILL (5) %" HOLES AND INSTALL (5) ¥4 x 5 COUNTERSUNK ANCHOR
BOLTS. TIGHTEN BOLTS.

DRILL (8) HOLES WITH 5/8” DRILL BIT AND INSTALL (8) 5/8”x 6” ANCHOR BOLTS.
TIGHTEN BOLTS.



FOR DOCKS LESS THAN 48” - RAMPED UP EDGE OF DOCK

D
2)
3)

4)

5)

READ COVER INSTRUCTIONS CAREFULLY FIRST.

CENTER THE EDGE OF DOCK IN DESIRED LOCATION.

HANG OFF EDGE OF DOCK SO THAT BACKPLATE IS FLUSH WITH FACE OF
THE DOCK.

DRILL 5/8” HOLE INTO FACE OF DOCK AND ALL TAB LOCATIONS. INSTALL
5/8”x5” ANCHOR BOLTS. DRILL (5) %" HOLES IN RAMP FRONT EDGE AND
MOUNT %”x 57 COUNTERSUNK ANCHOR BOLTS.

TIGHTEN ALL ANCHOR BOLTS.

ADJUST OVERHEAD DOOR IF NECESSARY.

OPERATION

TO RAISE EDGE OF DOCK AND EXTEND INTO TRAILER:

RAISE HANDLE FROM STORED POSITION TO FULL EXTENSION

PULL HANDLE BACK AND DOWN TOWARDS FLOOR UNTIL IT STOPS

LIFT AND PUSH ON HANDLE TO EXTENDED EDGE OF DOCK INTO TRAILER
DROP HANDLE BACK INTO STORED POSITION

TO RETURN EDGE OF DOCK TO ITS STORED POSITION:
e RAISE HANDLE FROM STORED POSITION TO FULL EXTENSION
e PULL HANDLE BACK UNTIL EDGE OF DOCK CLEARS BACK OF TRAILER
e LOWER THE EDGE OF DOCK BACK INTO ITS STORED POSITION
e DROP HANDLE BACK INTO STORED POSITION

KOKE INC.

WARRANTY

WARRANTS EACH EDGE OF DOCK LEVELER TO BE FREE FROM

MANUFACTURING DEFECTS FOR A PERIOD OF ONE YEAR FROM DATE OF PURCHASE. THIS
WARRANTY IS SUBJECT TO INSPECTION OF THE EDGE OF DOCK AND ALL REPAIRS MUST
BE AUTHORIZED BY KOKE INC. PRIOR TO WORK BEING PERFORMED.



OPERATING HANDLE

upP
66" or 72')
specify length)

LATCH ASSEMBLY

66" or 72')

B‘Gﬁgsﬁf;ng BOLT

COMPRESSION SPRING ASSEMBLY

BUMPER (2pcs)
edge of dock bumpers

PART # ITEM DESCRIPTION PART # ITEM DESCRIPTION

KED EOD4 OPERATING HANDLE KED EOCD13 78" LIP

KED EOD5S RUBBER BUMPER KED EOD14 66" MID PLATE
KED EQOD6 BUMPER BOLTS (SET OF 4) KED EOD15 72" MID PLATE
KED EOD9 LATCH ASSY. KED EOD16 78" MID PLATE
KED EOD10 | COMPRESSION SPRING ASSY. KED EOD17 66" HINGE PIN
KED EOD11 66" LIP KED EOD18 72" HINGE PIN
KED EOD12 72" LIP KED EOD19 78" HINGE PIN

FOR 25,000LB. & 30,000LB. CAPACITIES CONSULT FACTORY




