
KKOKE INC

CUSTOM MODELS AVAILABLE UPON REQUEST

CRANE BASKETS

• FULLY WELDED CONSTRUCTION
• SELF-CLOSING SWING DOOR

• REINFORCED STEEL MESH ROOF
• HOOK POINTS FOR CRANE & TEST WEIGHT

• FORK POCKETS FOR FORKLIFT USAGE
• EVERY BASKET IS TESTED & CERTIFIED

WWW.KOKEINC.COM



PART No. DESCRIPTION CAPACITY
MBC-3636 36”W x 36”L x 94”H 1,000 LBS.
MBC-4848 48”W x 48”L x 94”H 1,000 LBS.
MBC-9648 96”W x 48”L x 94”H 1,500 LBS.

OPTIONS
MB-O-HR Full Safety Harness with Lanyard

MBC-TW1250 1,250 LB Test Weight for 1,000 LB Cap Basket
MBC-TW1875 1,875 LB Test Weight for 1,500 LB Cap Basket

MBC-BR10 10’L 4 Leg Bridle w/ 8’ Choker Line, Master Link & Shackles

Our Crane Baskets are 
constructed with 2” x 2” square 
tube throughout.  It is further 
reinforced and gusseted at 
critical points for additional 
strength.

Our Test Weight is designed to 
line up quickly with the bottom 
hook points on the basket for 
fast & easy testing of the bas-
ket.  We ship these empty to be 
filled on site with concrete.  This 
saves money in shipping costs.

Koke Crane Baskets meet the following regulations:
OSHA 29CFR1910 General Safety Requirements
OSHA 29CFR1926.502 Guardrail System
OSHA 29CFR1926.550 Requirements for Cranes & Derricks
OSHA 29CFR1926.104 Harness Anchors

Crane Baskets come stan-
dard with lanyard hook 
points and proper signage 
and data lables.

For more  information, check out our video online at: 
https://www.kokeinc.com/products/crane-baskets/


