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Improper use or careless operation can result in serious injury or death.
•	 Fork extensions are ONLY to be used for supporting evenly distributed palletized loads or skids.
•	 DO NOT tip load the fork extensions. Permanent damage to the fork extension, damage to property, or serious 

personal injury could result.
•	 DO NOT lift loads that exceed the capacity of the fork extensions or the load rating on the data tag of the forklift, 

whichever is less.
•	 DO NOT modify the fork extensions in any way. Any modification not approved beforehand in writing by Koke Inc. 

voids the warranty. 
•	 DO NOT ride or sit on the fork extensions.
•	 DO NOT tie off products on extensions.
•	 NEVER lift below the extensions.
•	 ONLY use fork extensions in pairs.

COMPLIANCE 
Before putting these extensions into service, you must contact the forklift manufacturer for approval of use and 

updated data tag(s). OSHA rule 29 CFR 1910.178(a)(4) requires the manufacturer to approve the use of the fork 
extensions on your forklift. 29 CFR 1910.178(a)(5) requires the manufacturer to also provide updated data tag(s) for 
the forklift before the extensions may be used.

ANSI B56.1.7.39.1 states that fork extensions cannot exceed 150% of the supporting fork length.

1.	 Raise the forks off the ground (approximately 4 - 6in).
2.	 Lift the tip of the fork extension up so that the extension is angled approx 45° to the ground.
3.	 Move the retaining strap underneath the tapered end of the fork.
4.	 Slide the fork extension onto the fork until it reaches the heel of the fork.
5.	 Lower the extension onto the fork once the retaining strap is behind the heel of the fork. 

MOUNTING INSTRUCTIONS

PROPER USE OF FORK EXTENSIONS

WARNING

ST/STR Series with Retaining Strap:

ST/STR Series with Pin Lock:
1.	 Remove Hitch Pin Clip from Retaining Pin and remove Retaining Pin from both fork extensions.
2.	 Drive forks into fork extensions until top of extensions meet upright section of forks.
3.	 Raise up forks to a comfortable height to reach the back of the bottom of the forks,
4.	 Re-insert Retaining Pins into fork extensions and the Hitch Pin Clips into the Retaining Pins to lock them in place.



WARRANTY 
Koke Incorporated warrants this product to be free of defects in material and workmanship for a period of 2 

years from date of purchase. The warranty period is based on a 1 shift (8 hour) per day operation. The warranty 
covers parts only, no labor or freight.

INSPECTIONS
BEFORE EVERY USE:
Examine the fork extensions to ensure:
•	 The extensions are not bent, twisted, deformed or damaged.
•	 The extensions sit level on the forks and to each other.
•	 The retaining straps are not bent, twisted, deformed.
•	 Welds are not broken.
•	 Verify that the labels in the LABELING section below are readable and intact.
•	 If the extensions are equipped with the optional pin locks, the locking pin and retaining clip are not missing or 

damaged.
If the fork extensions do not meet the conditions above, DO NOT USE. Tag as deficient and remove them from service.

TECHNICAL DRAWINGS
Koke Inc. makes technical  drawings for our ST series fork extensions available through our website fork extension page 
at https://www.kokeinc.com/products/forklift-fork-extensions-standard/

Find the model(s) you need on the table and click on the PDF image under the Technical Drawing column.  This contains 
dimensions, center of gravity and weight.  Everything that is needed to get a new data tag for your forklift.

WARNING
Misuse of fork extensions may result in serious injury or death

DO NOT USE if the restraint strap is damaged, bent or missing.
DO NOT USE if the fork extension is damaged or bent.
Fork extensions MUST NOT exceed 150% of the fork length.
OSHA 29 CFR 1910.178 requires the forklift manufacturer be contacted to provide written approval 
and a new data tag showing the fork extensions as an attachment.
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448-ST 3,500 24 2 x 4 32 572-ST 3,500 36 2 x 5 48
454-ST 3,500 27 2 x 4 36 584-ST 3,500 42 2 x 5 56
460-ST 3,500 30 2 x 4 40 590-ST 3,500 45 2 x 5 60
463-ST 3,500 32 2 x 4 42 596-ST 3,500 48 2 x 5 64
472-ST 3,500 36 2 x 4 48 648-ST 3,500 24 2 x 4 32
484-ST 3,500 42 2 x 4 56 654-ST 3,500 27 2 x 6 36
490-ST 3,500 45 2 x 4 60 660-ST 3,500 30 2 x 6 40
496-ST 3,500 48 2 x 4 64 663-ST 3,500 32 2 x 6 42
548-ST 3,500 24 2 x 5 32 672-ST 3,500 36 2 x 6 48
554-ST 3,500 27 2 x 5 36 684-ST 3,500 42 2 x 6 56
560-ST 3,500 30 2 x 5 40 690-ST 3,500 45 2 x 6 60
563-ST 3,500 32 2 x 5 42 696-ST 3,500 48 2 x 6 64

1. Hold the fork extension at an angle as 
shown in Figure 1.

2. Make sure the retaining strap is under 
the fork. Slide the fork extension 
down the length of the fork until it 
stops at the fork heel.

3. Lower the fork  extension onto the 
fork. The retaining strap will rotate 
up behind the heel of the fork as 
shown in Figure 2. 

KKOKE INC
Koke Incorporated
www.kokeinc.com  PH: (800) 535-5303

INSTALLATION INSTRUCTIONS

FIGURE 1

FIGURE 2

Scan the QR code to get a copy of 
the owner’s manual

LABELING
The labels below are located on the underside of each fork extension out near the tip.  If the labels are damaged or 
missing, please call Koke at (800) 535-5303 or email us at sales@kokeinc.com to purchase replacements.


